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Hds imaging solutions
Designed specifi cally for the veterinary market, HDS generators, workstations and detectors are fanless thereby virtually eliminating 
maintenance. HDS off ers smooth surfaces for easy cleaning and disinfecting of all components. HDS digital detectors utilize low 
dosage, thereby eliminating the need for high-output generators. Vet DX software off ers complete software functions with remote 
support. All HDS detectors are completely sealed and mirror-less. Hair, dust and moisture will not aff ect our detector products. No 
fans to slow down or break, causing overheating or possible catastrophic destruction. No mirrors means approximately twenty fi ve 
percent higher resolution and image quality. Our optical system is designed to protect the CCD chip from radiation damage.

system specifi cations
S = Standard        = Optional

HDS – 4000 fanless X-Ray System includes:
 S HDS 325 high frequency generator
 S Smart AP touch console
 S HDS 4000 fully enclosed 4-way fl oat top table
 S Integrated tubestand with fi xed SID 
 S HDS MC light beam collimator
 S One pair high voltage X-ray cables
 S HDS 1 & 2 mm focal spot rotating anode tube, 140 kHU
  AEC option / Aim & Shoot
  400/500 mA options
  .6 & 1.5 200 kHU focal spot tube option
 S 5 year parts warranty, 1 year labor

HDS fully enclosed fanless detector selections:
 S 5 mega pixel CCD, 3.1 line pairs, 156 microns (Gd scintillator)
  9 mega pixel CCD, 4.3 line pairs, 130 microns (Gd scintillator / CsI scintillator optional)
  16 mega pixel CCD, 5.0 line pairs, 96 microns (Gd scintillator / CsI scintillator optional)
  7.2 mega pixel Flat Panel, 3.9 line pairs, 127 microns (Gd scintillator)
    lowest dosage device on the vet market today!
  Fuji CR System
 S 5 year warranty (CCD), 2 years (Flat Panel), 1 year CR, (extended warranties available)

Vet DX fanless computer workstation includes:
 S Dual core processor
 S Windows XP Professional (Vista soon)
 S (2) 500 GB Hard drives (RAID 1 confi guration)
             (approximately 40,000 images with 5 MP detector)
 S 500 GB removable back-up hard drive
 S UPS combination battery backup/surge protector
 S CD-RW/DVD-RW drive
 S 22” 2 MP color monitor
 S 3 year parts warranty
  15” preview touch-screen monitor

Vet DX Software includes:
 S Complete software functions with remote support
 S Full viewing tools include digital tagging, cropping, rotating, etc.
 S Auto date and time tagging
 S OSA (Off  Site Assistance) remote support for 1 year
 S EIP (Enhanced Image Processing) dramatically increases image 
       quality while reducing dosage
 S DICOM 3.0 compliant with DICOM send and receive
 S Burns images onto a CD/DVD with DICOM viewer for distribution
 S Communicates quickly and easily with teleradiologists
 S Integrates with most popular veterinary practice management programs
 S HDS confi gured PACS package
 S Auto Shut-Down and Auto Image Back-Up

Hudson Digital Systems
230 Lackawanna Avenue  West Paterson, NJ 07424

Toll Free: 877-278-9800  Fax: 973-837-0200
Sales@hudsondigitalsystems.com
www.HudsonDigitalSystems.com

Fanless Computer

DXF Flat Panel
Courtesy Thales Electron Devices

Fanless / Mirrorless
CCD Detector

Courtesy Electron Co.

HDS 4000 Radiographic Table

specifi cations subject to change without notice

All Smooth Surfaces 
for Easy Cleaning

& Disinfecting


